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TS 455WQH・456WQH
※Copper pipe 3／4〃, inner diameter 1.2mm

TS 455WH・456WH
※Copper pipe 3／4〃, inner diameter 1.2mm

TS 455WRH・456WRH

TS 455WDH・456WDH

※Copper pipe 3／4〃, inner diameter 1.2mm

※Copper pipe 3／4〃, inner diameter 1.2mm

TUBING TOOL SET Eccentric cone type

TUBING TOOL SET Eccentric cone type

TUBING TOOL SET Eccentric cone type

TUBING TOOL SET Eccentric cone type

TS 455WQH�
�
TS 456WQH

4.0�
�

4.0

Item No.

TF 455WQH  �
TC 105   TR 322 　�

TF 456WQH  �
TC 105   TR 322 　�

Set weight�
(kg)Contents

1／4・3／8・1／2・5／8・3／4

1／4・5／16・3／8・1／2・5／8・3／4

Remarks

(Unit : inch)

TS 455WH�
�
TS 456WH

Item No.

TF 455WH  �
TC 105   TR 322 　�

TF 456WH  �
TC 105   TR 322 　�

Set weight�
(kg)Contents Remarks

(Unit : inch)

TS 455WRH�
�
TS 456WRH

3.8�
�

3.8

Item No.

TF 455WRH  �
TC 105   TR 322 　�

TF 456WRH  �
TC 105   TR 322 　�

Set weight�
(kg)Contents Remarks

(Unit : inch)

●Set for cutting, surface removal and expanding.�
●Steel case supplied. 

●Set for cutting, surface removal and expanding.�
●Steel case supplied. 

●Set for cutting, surface removal and expanding.�
●Steel case supplied. 

●Bit for electric driver attached (3／8〃・8mm）�
●Set for cutting, surface removal and expanding.�
●Steel case supplied. 

Quick handle type

Feed handle type

Ratchet handle type

Applicable diameter of tube �
Mild copper and Aluminum pipe

Applicable diameter of tube �
Mild copper and Aluminum pipe

Applicable diameter of tube �
Mild copper and Aluminum pipe

1／4・3／8・1／2・5／8・3／4

1／4・5／16・3／8・1／2・5／8・3／4

1／4・3／8・1／2・5／8・3／4

1／4・5／16・3／8・1／2・5／8・3／4

4.0�
�

4.1

TS 455WDH�
�
TS 456WDH

Item No.

TF 455WDH  �
TC 105   TR 322 　�

TF 456WDH  �
TC 105   TR 322 　�

Set weight�
(kg)Contents Remarks

(Unit : inch)
Applicable diameter of tube �
Mild copper and Aluminum pipe

1／4・3／8・1／2・5／8・3／4

1／4・5／16・3／8・1／2・5／8・3／4

3.8�
�

3.9

For manual and electric types

New se
riesNew se
ries

for New cooling media
available to new standard

for New cooling media
available to new standard

for New cooling media
available to new standard

for New cooling media
available to new standard


