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GJ 3～24

GN 3～24

GZ 3～24

GA 4N～24N

GSR 3～24

GJ   3�
GJ   4�
GJ   6�
GJ   8�
GJ 10�
GJ 12�
GJ 15�
GJ 18�
GJ 24�
�

GSR   3�
GSR   4�
GSR   6�
GSR   8�
GSR 10�
GSR 12�
GSR 15�
GSR 18�
GSR 24�
�

GZ   3�
GZ   4�
GZ   6�
GZ   8�
GZ 10�
GZ 12�
GZ 15�
GZ 18�
GZ 24�
�

GN   3�
GN   4�
GN   6�
GN   8�
GN 10�
GN 12�
GN 15�
GN 18�
GN 24�
�

GA   4N�
GA   6N�
GA   8N�
GA 10N�
GA 12N�
GA 15N�
GA 18N�
GA 24N�
※GA 24NK

16　�
18　�
20　�
26　�
32　�
32　�
40　�
40　�
46.5

19.5�
22.0�
24.5�
31.5�
36.5�
36.5�
46.5�
46.5�
51.5

GTB 4～18

GTS 4～18

GLJ 4～18
GLJ   4�
GLJ   6�
GLJ   8�
GLJ 10�
GLJ 12�
GLJ 15�
GLJ 18

GTS   4�
GTS   6�
GTS   8�
GTS 10�
GTS 12�
GTS 15�
GTS 18

GTB   4�
GTB   6�
GTB   8�
GTB 10�
GTB 12�
GTB 15�
GTB 18

GTN 4～18
GTZ 4～18

GTZ   4�
GTZ   6�
GTZ   8�
GTZ 10�
GTZ 12�
GTZ 15�
GTZ 18

GTN   4�
GTN   6�
GTN   8�
GTN 10�
GTN 12�
GTN 15�
GTN 18

PARTS for Gear puller G and GT type

PARTS for Gear puller G and GL type PARTS for Gear puller GT type

PARTS for Gear puller GL type

Item No. 

■Claw (One piece)

Item No.

■Forcing screw and body (with adaptor)■Washer (One set for 4 pieces)

Item No. 

■Bolt and nut (One set for 4 pieces)

・No adaptor for GSR 3.
・GSR 4～18 is identical for G and GL type.

・GZ 4～18 is identical for G and GL.

Item No. External
diameter

■Adaptor with steel ball (New type) (Unit : mm)

※ Exclusively for SSP 18 use.
・GA (4N～24N) is identical for G, GL, GT, SSP, ABT, ABW type.

・GN 4～18 is identical for G and GL type.

Remarks
Remarks

Remarks

RemarksItem No. Remarks

RemarksFull length

Item No. 

Item No. 

■Body ■Forcing screw (with adaptor)

Item No. 

■Bolt and nut (One set for 6 pieces) ■Washer (One set for 6 pieces)

■Claw (One piece)

●GTB 6 is identical for 
　2-claw type.

・GTN and GTZ have identical parts of GN and GZ.
・Adaptor for GT is identical GA.( for G and GL types)

Remarks Item No. Remarks

Remarks Item No. Remarks

The reaching range of the claws can 
be expanded through using two or 
three holes and both of the claws at 
the top and bottom.(One hole for GJ3, 
two holes for GJ4～ 10, three holes for 
GJ 12～ 24)

With the longer claw the reaching 

range can be expanded more than the 

GJ and 3-hole types.(Other parts of 

GL type are identical to the G type)

● ●


