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LIFTING CLAM
PS FOR�

 STEEL

SUPER FOOT LOCK

SDH3

Optimal for laying and removing road plate.
You can easily detach the hook by lifting the unit under the 
unlocked status.
The Hook part is made of special alloy steel and pattern-
forged, and so it is extremely rigid and durable after 
appropriate heat treatment.
The Main Body is of baking finish.
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Turn over the trigger in the 
direction of the arrow to
 release the lock.

Press the stopper in the direction 
the arrow to return the trigger to 
the self-locking position.

The hook is in a free status, 
when the lock is released. 
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 Pedal Insert the end of the hook under 
the free status and step on the 
pedal with your foot. 

The trigger is locked.

After having 
confirmed that the 
hook is locked by the
trigger, lift the road 
plate.

After having lifted and moved the 
road plate, land it and turn over 
the trigger in the direction of the 
arrow to release the lock. 
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Hook dedicated for road plate (Extraction type)

■FEATURES
●
●
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■SPECIFICATIONS

■EXAMPLES OF USE

Item No. RemarksRated capacity
 (ton)

Weight 
(kg)

(Unit:mm)

The diameter of the hole and the 
thickness of  road plate to be applied 
to shall be within the ranges stated in 
the drawing on the right.

How to use:  SDH3 (Extraction type)

If you turn the main body over for it to be in 
parallel with the road plate with the hook per-
fectly inserted through the hole of the road 
plate, the hook will be automatically locked.

If you lift the unit under 
the present status, the 
hook will be automatically 
extracted from the road
plate. 
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